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MT-S1 MT-CF1 MT-DH1 MT-S-095

Specifications

Hard-Shell Tag

Nitta UHF Band Metal-Compatible RFID Tag

Long-Range Communication

Long-Range Communication Impact Resistance･Strong Adhesive Heat & Chemical Resistance Roll-Box-Pallet

Mid-Range Communication Easy Installation Enhanced Performance

Flexible Tag Special Tag

Frequency Band（MHz）

Read Range（m）

IC Chip

EPC/USER（bit）

Operating Temperature（℃）

Dimensions（㎜）

Cover Material

Weather Resistance

Water Resistance

Notes

920

～12

Impinj Monza R6-P

128/32

－40～75

32×119×5.8

Weather-Resistant Polycarbonate

◎

◎ IPX7

920

～6.5

Impinj Monza R6-P

128/32

－40～75

26×98.5×5.2

Weather-Resistant Polycarbonate

◎

◎ IPX7

920

～9

Impinj Monza R6-P

128/32

－40～75

25×110×8.5

Weather-Resistant Polycarbonate

◎

◎ IPX7

Available Equipped with a Cable Tie

Frequency Band（MHz）

Read Range（m）

IC Chip

EPC/USER（bit）

Operating Temperature（℃）

Dimensions（㎜）

Cover Material

Weather Resistance

Water Resistance

Notes

920

～7.5

Impinj Monza R6-P

128/32

－40～60

35×107×3.6

EMMA

△

◎ IPX7

Comes with Adhesive

Frequency Band（MHz）

Read Range（m）

IC Chip

EPC/USER（bit）

Operating Temperature（℃）

Dimensions（㎜）

Cover Material

Weather Resistance

Water Resistance

Notes

920

～9

Impinj Monza R6-P

128/32

－20～200

26×98.5×6

Polyphenylene Sulfide

◎

◎ IPX7

Heat & Chemical Resistance

920

～11.5

Impinj M730

128/0

－40～75

90×110×1

Polyethylene Terephthalate

◎

◎ IPX7

920

～9

Impinj Monza R6-P

128/32

－40～75

29×89×8.5

Elastomer

◎

◎ IPX7

Impact Resistance･Adhesive Included

920

～16

NXP UCODE9

96/0

－40～75

25×110×7

◎

◎ IPX8

Top Side：Weather-Resistant Polycarbonate
Back Side：Reinforced PBT

※Waterproof performance testing measured 
   no decrease in read range after immersion in 
   water at a depth of 1 meter for one hour.

※The read range is an estimated value based on measurements taken using Voyantic Tagformance Lite and is not a guaranteed specification.
※Operating temperature, weather resistance, and water resistance performance have been verified under our internal test conditions; however, these are not guaranteed values. 2604PDFU


