
Automatic Tool Changer
NITTAOMEGA type S10

取付ガイド

オートマチックツールチェンジャー取り付け注意事項1

●本書での表示

オートマチックツールチェンジャー ： 以下ATCとする

この表示を無視して誤った取り扱いをすると、使用者が死亡又は、重症を負う切迫した

可能性があることを示しています。

この表示を無視して誤った取り扱いをすると、使用者が死亡又は、

重症を負う可能性があることを示しています。

この表示を無視して誤った取り扱いをすると、使用者が障害を負う、可能性があることを示しています。

又、物的損害が発生する危険性が有ることも表しています。

ATC（アダプタ、モジュール）は単体で作業できるものでなく、ロボットおよび、専用機に取り付けて初めて作業可能になります。
安全性を考える場合、ATC単体のみならず、ロボットシステム、専用機システム全体として考慮していただく必要があります。

●準備

ATCのご使用にあたっては、中心となるロボット、専用機についての安全指示を厳守いただきますようお願い申し
上げます。ロボット安全柵内での作業を行う場合は、柵内に入ると同時に50Vを超える電力が遮断されるよう、安

全システム設計を考慮ください。

安全柵内で作業を行う場合は、ヘルメット、安全靴、保護具などの安全器具を身につけて作業内容に適した作業服

を着用ください。

ATCについてのロボット安全柵内で取り付け、プログラミング作業、保守点検業務に従事いただく皆様は、ロボット

の専門知識を習得（専門教育受講者）いただく必要があります。

●作業時：取り付け及びティーチング作業

取付作業に入る前に以下の注意点を必ず実行してください。
a） 作業をおこなう際は全ての制御電源，動力電源を切ってあること。
b） 作業をおこなう際は全ての油圧，空圧，水圧が止めてあること。
c） 作業をおこなう際は全ての油圧，空圧，水圧の残圧が抜いてあること。
d） コネクタ、ケーブルの一部は仕様により熱を発生しますので注意してください。

取付作業中に、作業者に無断で電源・油圧，空圧，水圧が投入されると、極めて危険な状態が起こる可能性があり
ます。

このようなことを絶対に起こさないシステムを設けて、安全に作業ができるようにしてください。

本機を納入した日より起算して１カ年、もしくは稼働時間が3000HRのいずれか早い時期とします。
保証期間中に本機を構成する純正部品に材料または製作上の欠陥が現れた場合は無償にて修理サービスを実施します。
尚、システム故障等によるライン停止等の二次災害についての保証については御容赦願います。

●保証期間及び保証内容

フェールセーフ機構は、落下防止の為の機能です。エア圧が低下した状態で使用を継続しないでください。
ロボット・ツールアダプタの接触面の開きが著しくなり、思わぬ事故を引き起こす可能性があります。

手動作業にて、着脱ポートのエア供給を切り替える際は、ツールを置き台に載せた状態で実施してください。
誤作動や誤配管により、ツールを落下させ、機器破損や思わぬ事故を引き起こす可能性があります。



●お客様ご自身でご用意いただくもの

ATC取付ガイド（本紙）

取り付け準備をする2

オートマチックツールチェンジャー取付ガイド

※本製品に関する詳細な情報は取扱説明書及び関連詳細文書は、ニッタホームページよりご参照ください。
http://www.nitta.co.jp/

ツールアダプタ

リモートセンサ仕様
or

信号ピン仕様

六角レンチ トルクレンチ スパナ ねじ緩み止め シールテープ

推奨品：ニッタ継手

ストレート継手
AC6-M5A-M

エルボー継手
AL6-M5-M

※オプション：ロボットアダプタプレート、ツールアダプタプレート
（納品時添付）

《梱包内容物》

φ9.8
以下

継手二面幅部外径φ9.8以下
をご使用下さい。

ロボットアダプタ＋取付ボルト＋位置決めピン

リモートセンサ仕様
or

信号ピン仕様



ATCをロボットに取り付ける（アダプタプレートを使用する場合）3

オートマチックツールチェンジャー取付ガイド

※ボルトにはねじ緩み止め剤（低強度）を塗布して使用してください。
製品付属のボルトにはねじ緩み止め剤（緑色 メック加工低強度）が
施されているので不要です。

取付ボルト：M6×25(SUS） 4本 （推奨締め付けトルク：8Nm）

継手は、お客様がご使用する所定の
ポートに取り付け、チューブを
しっかり、差し込んで下さい。

ロボットアダプタプレートは、お客様の
ご使用するロボットにより異なります。
また取付ボルトは、お客様で
ご用意願います。

ツールアダプタへの取り付けは、
お客様のご使用するツールにより異なります。
M4 6本（推奨締め付けトルク：2.5N・m）

または、
M6 4本（推奨締め付けトルク：8N・m)

ケーブル、ホース・チューブ類を接続する4

必ず各電源、エアをOFFにして作業を開始してください。

●チャック（CH）・アンチャック（UN）の配管時チューブを差し間違えないでください。
ツールを落下させる恐れがあります。

●マーカー等でチャック（CH）のチューブ、アンチャック（UN）のチューブを明示してください。
●チューブ類は抜けないように奥まで確実に差し込んでください。

●エアの手動切り替えは、不用意に行わないでください。

アンチャック時、強制分離を行なうため

ツールアダプタプレートまたはツールブラケットの
中心部に穴を設けないでください。



オートマチックツールチェンジャー取付ガイド

ティーチング前（ロボット稼働前）に確認すること5

ケーブル、ホース・チューブ類（以下ケーブル類）をブラケット等に
固定し、切断、破損が無いように取回してください。
またロボット動作時に周辺機器やワーク等に干渉しないように
ケーブル類を固定してください。※イラスト①

アンチャックチューブの折れ、ねじれや結束バンドの締め過ぎで
エアが遮断されないようにしてください。
エアが遮断されるとカムが正常に動作できず、ツール側が

落下する恐れがあります。

連結時にアンチャックポートのエアが排気されていることを
確認してください（残圧無きこと）。
残圧により、カムが正常に動作できず、ツール側が

落下する恐れがあります。

マニホールドや電磁弁の排気ポートを埋め栓等で

ふさがないでください。

ツールを連結しロボットを動作する際は、
必ずチャックポートにエアを

供給してください。

ご質問やご不明な点などございましたら、下記までお問い合わせください。

ニッタ株式会社ニッタ・ムアー事業部 NITTA CORPORATION Nitta Moore Div. 

大阪本社 ： TEL.06-6563-1271 FAX.06-6563-1272

東京支店 ： TEL.03-6744-2725 FAX.03-6744-2707

名古屋支店 ： TEL.052-589-1321 FAX.052-566-2005

※本書の内容は2023年6月現在のものです。製品の改良のため予告なく内容を変更することがあります。
※本書に記載された数値は保証値ではありません。 ※本書からの無断転載を禁止します。 ATCTG2-04

E-MAIL ：mecha_info@nitta.co.jp

ティーチング時に確認すること6

ATC着脱動作中にはロボットアダプタとツールアダプタの両方の連結面が平行であることが必要です。平行度が維持できないと、
正確な連結ができないことやスムーズな分離ができないことがあります。又、電気接点、給気ポートの早期破損の可能性があります。
チャック時は、連結面同士の隙間を約１ｍｍ開け、平行を保った状態でチャックポートにエアを供給して連結してください。

アライメント
マークを
合わせる

チャック時 アンチャック時動作（連結）時着脱アプローチ（連結）時

平行を
維持する

連結面が1mm隙間がある

状態でツールを引き上げる

1

強制分離

1

１

名張工場 ： TEL.0595-64-2916   FAX.0595-63-9527



Automatic Tool Changer
NITTAOMEGA type S10

Precautions for Installation of Automatic Tool Changer1

● Indications in this document
Automatic tool changer is hereinafter abbreviated as "ATC."

●Preparation

●Work：Installation and teach programming 

Vender‘s guarantee period to be within one(1) year after the delivery of the system or within 3000 hours running, whichever shorter period to 
be applied. During the guarantee period, vender shall repair the system within the scope of vender, if the original components are to be found 
defective in material or manufacturing. However, secondary damages caused by vender's system troubles are out of venders guarantee.

●Guarantee period and guarantee items

The failsafe mechanism serves to prevent falling. Do not continue using the product when the 
air pressure is decreased. Otherwise, the gap between contact surfaces of robot and tool 
adaptor is increased and unexpected accident may occur.

When manually switching air supply of the fitting/removal port, set tools on the tool stand. 
Otherwise, improper motions or piping may cause tool falling, product damage, or unexpected 
accident.

Installation Guide

Improper use disregarding this indication may result in imminent risk of death or serious injury 
of the user(s).

Improper use disregarding this indication may result in risk of death or serious injury 
of the user(s).

Improper use disregarding this indication may result in risk of injury of the user(s) leading
to disabilities, or property damages.

ATC (adaptor and module) does not work alone and is only usable when being equipped on a robot and a compatible unit. For
increased safety of the entire system, it is necessary to consider not only the single ATC but also the robot system and
compatible unit system as a whole.

For use of ATC, be sure to observe safety instructions concerning core robots and compatible
units. For any work within the robot safety fence, consider preparing a safety system design
that shuts down power over 50V in any event where a person gets into the fenced area.

In addition, for works in the safety fence area, be sure to wear appropriate clothing for the
work with personal protective equipment such as a hard hat, safety boots, etc.

Personnel engaged in installation, programming and maintenance works inside the robot
safety fence for the ATC must have expertise in robot operations (having completed expert
training).

Be sure to check the following items before starting the installation procedure:
a) Welding power source, control power source and driving power source are all shut off before 
work.
b) All hydraulic, pneumatic, and water pressure sources are off before work.
c) All residual hydraulic, pneumatic, and water pressure is released before work.
d) Note that some connectors and cables may be hot depending on their specifications.

Turning the power supply or hydraulic/pneumatic/water pressure source ON during the
installation work without notifying the operator(s) may create an extremely dangerous situation.
Establish a procedure to always prevent such events for safety in work areas.



●Items to be prepared by customer

ATC Installation Guide

Preparing for installation2

Automatic Tool Changer Installation Guide

※ Please refer to our website or instruction manuals for the detail of the product.
http://www.nitta.co.jp/en/

Robot adaptor + mounting bolts + dowel pins

Tool adaptor

Remote sensor type
or

Signal pins type

Hex wrench Torque wrench Spanner wrench
Screw 
locking
agent

Sealing tape

Recommended products:
Nitta’s fitting

Straight fitting
AC6-M5A-M

Elbow fitting
AL6-M5-M

※OPTION：Robot adaptor plate, Tool adaptor plate

Remote sensor type
or

Signal pins type

《 Package components 》

Less than
φ9.8

Please use the fitting whose 
width is less than 9.8 mm 
diameter.



Example of ATC installation to a robot (in case of adaptor plate usage)3

Automatic Tool Changer Installation Guide

※ Please apply screw lock agent on bolts basically. However, bolts
packaged with products are already pre-coated (Green color Mec coated
low strength). Additional screw lock agent on our new bolts is not needed.

Installation bolts：4-M6X25 mm (SUS） (Recommended torque：8Nm)

Please make sure to insert the tube to 
the right fitting till the end.

Connecting cables, hoses and tubes4

Be sure to shut off the power supply and air.
●Be sure to connect chuck (CH) and unchuck (UN) tubes

properly. Otherwise the tool side may fall off.
●Mark the chuck (CH) and unchuck (UN) tubes accordingly.
●Securely insert the tubes to the end to prevent disconnection.
●Please make sure the safety when you operate chuck /

unchuck operation manually.

The installation bolt pattern in the tool adaptor plate
will be changed depending on the customer’s tool
flange pattern. Please prepare installation bolts in the
customer’s side.
6-M4 bolts ( recommended torque: 2.5 Nm) or
4- M6 bolts ( recommended torque: 8 Nm)

Please do not make a hole in the center of tool
adaptor plate or tool bracket as this part will be
used for compulsory separation at the time of
unchucking.

The installation bolt pattern in the robot
adaptor plate will be changed depending
on the customer’s robot flange pattern.
Please prepare installation bolts in the
customer’s side.



Automatic Tool Changer Installation Guide

Checking before teaching (robot operations)5

Route and fix the cables, hoses and tubes (hereinafter cables, etc.) to the
bracket without breaking them. Also, fix the cables, etc. so that they do not
interfere with peripheral components and work pieces during robot
operations.
※Illustration ①

Ensure that air supply is not shut off by bending/twisting of the
unchuck tube and excessive tightening of the banding bands.
When the air supply is inhibited, the cam may not work properly
resulting in
tool side falling.

Check that the unchuck port air is discharged when jointing
(no residual pressure). Any residual pressure may prevent
normal cam operations and cause the tool side fall off.

Make sure the exhaust ports of the manifold and 
solenoid valve are not plugged.

Please make sure to provide the air to
chuck port when robot is operating with
tool side.

Please contact us for any enquiries.

※This catalogue was made in June 2023. It can be revised without any advanced notice to improve the products.
※ The numbers used in the catalogue are not guaranteed. Unauthorized copying this catalogue is strictly prohibited. ATCTG2-04

１

Check points in teaching6

The connection surfaces of the robot adaptor and tool adaptor must be in parallel during the ATC chuck / unchuck operation.
Otherwise, proper jointing and smooth separation may be prevented, and the electric contacts and water/air supply ports may be

spoiled earlier. The method that the robot adaptor compulsorily separates the tool adaptor when separating is adopted. Therefore, the

space of this connected side will be diffused by about 1mm when the robot adaptor is in the state of unchuck. Be sure to
send air to the chuck port and to connect it.

Keep
parallel

Alignment
Marks.

Chucking UnchuckingOperating
Approaching (Jointing )

NITTA CORPORATION Nitta Moore Div. 

Osaka Head office ：TEL. +81-6-6563-1271 FAX.+81-6-6563-1272

E-MAIL ：mecha_info@nitta.co.jp

Nitta Corporation Of America ：TEL.+1-770-497-0212  FAX.+1-770-623-1398

Chuck at the position which 
has 1 mm gap between robot 

side and tool side.

Compulsory
separation



自动工具交换装置
Automatic Tool Changer
NITTAOMEGA type S10

自动工具交换装置安装 注意事项1

●本说明书中的图标

自动工具交换装置：以下称为ATC

如果无视本图标、错误操作，有可能导致使用者死亡或负重伤。

如果无视本图标、错误操作，有可能导致使用者死亡或负重伤。

●准备

在使用ATC时，请严格遵守机器人、专用机械的安全指示。要进入机器人安全围栏内进行安装作业时，考虑
安全系统设计，请切断超过50V的电源。

1

●作业时：安装以及示教操作时

安装作业中，如果作业员擅自打开电源、油压气压水压源，可能引发及其危险的状态。请设计绝对不会引发这
种状态的安全作业系统。

本设备从交货之日起开始算满1年，或者是工作时间达到3000小时，即达到保证期限。
在保证期限之内，如果组成此设备的原装零件存在材料或者制作技术方面的缺陷等问题，可以提供免费的技术服务维修。
另外，由于系统故障等原因而引起的生产线停止等二次灾害，将无法提供相应的保证。

●保证期限以及保证内容

霓达交换系统具有断气保护的功能。但是请不要在空气压力低下的状态下连续使用，机器人侧・工具侧本体的
接触面缝隙会越变越大，可能会引起工具掉落等事故。

手动状态操作时，如果要切换空气（连接、分离）的话，请把工具放在工具支架后再实施。不然如果误操作或
者配管存在错误的话，可能会引起工具下落、机器损坏等意想不到的事故。

安装说明书

如果无视本图标、错误操作，有可能对使用者带来伤害。另外，也有发生物品损坏的危险性。

ATC（本体、模块）无法单独使用，需安装到机器人、专用机械上后使用。因此为了安全使用此系统，不应只考虑交换ATC单体产品，
还需要对机器人系统、专用机械系统进行全体考虑。

安全围栏内进行作业时，请装备安全帽、安全鞋、保护工具等安全器具，穿上与作业内容相符的工作服。

参与ATC在机器人围栏内安装、程序设计作业、保养点检作业的各位人员，必须是接受过机器人专业知识
培训（受过专业知识教育的人）的人员。

在进入安装作业前，必须注意以下几点。
a) 进行作业前，必须切断所有焊接电源、控制电源和动力电源。
b)进行作业前，必须停止所有油压及气压和水压源。
c)进行作业前，必须去除油管及气管和水管中的残留压力。
d)部分规格的接头、电缆会发热，请注意。



●用户需要准备的物品

2

ATC安装说明书（本说明书）

安装准备2

自动工具交换装置 安装说明书

※有关本产品的详细情报，请参照霓达机电的官方网站上提供的安装说明书以及相关的详细资料。
http://www.nitta-jd.com/

机器人侧本体＋安装螺钉＋定位销

工具侧本体

非接触传感器式样
或者

信号针式样

内六角扳手 力矩扳手 扳手 螺纹紧固胶 密封生胶带

推荐产品：霓达接头

直头接头
AC6-M5A-M

L形接头

AL6-M5-M

※追加选项：机器人本体侧连接板、工具本体侧连接板
（交货时附上）

非接触传感器式样
或者

信号针式样

《梱包内容物》

φ9.8
以下

请使用两端外径在φ9.8以下
的接头。



把ATC 安装机器人上（使用本体过渡连接板的情况）3

3

自动工具交换装置 安装说明书

※螺栓使用时请涂抹螺栓紧固剂（低强度）
产品附带的螺栓已经添加了螺栓紧固剂（绿色 防松处理 低强度）。

安装螺栓：M6×25(SUS） 4根 （推荐的紧固力矩：8Nm）

接头装在客户所选择要使用的气口上，
请将管子确实地插入接头。

电缆、软管类的连接4

机器人侧本体过渡连接板根据客户所使
用机器人品牌型号的不同，也各不相同。
另外，安装螺栓请客户自行准备。

工具侧本体根据客户所使用的工具的不同，
安装孔位也各不相同。另外，安装螺栓请客户自
行准备。
M4 6根（推荐的紧固力矩：2.5N・m ）

或者
M6 4根（推荐的紧固力矩：8N・m)

分离时，为了进行强制分离，工具侧过渡连接
板或者工具支架的中心位置请不要开孔。

请务必在各电源、空气等关闭后再开始作业。

● CHUCK（CH） ·UNCHUCK（UN）配管时请注意不要插错，
否则可能会导致工具掉落。

●用记号笔等明确区分CHUCK（CH）、UNCHUCK（UN）的
气管。
●为了防止气管被拔出，请确保气管准确地插入了管接头深处。
●请当心不要误触发气路，导致气路切换。



自动工具交换装置 安装说明书

4

电缆、软管类的连接5

把电缆、软管类（以下称电缆类）固定在支架上、不要有切断、
破损。并且为了防止机器人动作时与周边机器、工件等发生干
扰，请将电缆类固定好。 ※图解①

如果有疑问或者不明白的地方，请通过以下的联系方式联系我们。

霓达机电科技(常州)有限公司
地址.常州市新北区薛家町順元路21号
电话. 0519-6988-1818   传真. 0519-6988-2988

※本书的内容是2023年6月当时的现状。可能会有为了产品的改良而在没有预告的情况下更改内容的情况。
※本书中记载的数值并非保证值。 ※ 禁止随意转载。
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１

示教时确认事项6

在ATC连接，分离动作中，机器人侧本体和工具侧本体的接触面应该是平行的。如果不能维持平行度，就会导致不能正确的连接以
及不能顺畅的分离。另外，电气接点，给水、给气口也有可能过早破损
连接时ATC之间间隙为1mm，并且保持平行的状态下给CHUCK端通气，就可以顺利连接。

维持
平行

对好校正
标记

贴合时 分离时（连结）時接近（结合）时

霓达机电科技(常州)有限公司 上海分公司
地址.上海市长宁区仙霞路137号盛高国际2704室
电话. 021-6278-9192   传真. 021-6278-9193

在结合面有1mm间隙的情
况下抓起工具

1

强制分离

1

机器人带着工具动作时，一定要给
ATC的CHUCK端持续供气。

请避免因UNCHCUK端气管的折弯、扭转和扎带的过度绑紧等
原因导致空气被截断。如果空气被截断，凸轮无法正常动作，
工具侧有掉落的可能。

连接时请确认UNCHUCK端口的空气被排出（没有残压）。
如果有残压、凸轮无法正常动作，工具侧有掉落的可能。

请不要用塞子堵住气路分配块、电磁阀的排气口。


